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RELIABILITY

Reliability is the key criteria for the customers when 

deciding between different manufacturers. High quality 

of the components, robust structure and high-quality 

service support provided by our team ensures a long 

and uninterrupted operation.

QUALITY

Quality control on all stages of production and 

aftersales services is our priority. From procurement 

to production, testing and shipment including 

aftersales services are constantly controlled to 

maintain the highest possible quality of our products 

and customer satisfaction. 

SUSTAINABILITY

To keep our product range up to date and optimize 

its performance, we constantly upgrade design of our 

machinery with the modern and economical solutions 

while keeping it flexible for special customer requests.

3Kare Makina A.S. was established in 2012 and mostly 

works on asphalt machinery design and production 

and in civil construction projects as well. 3Kare factory 

is located in Saraykent industrial site with total area of 

11.500m². 

3Kare has become a well-known machinery manufacturer 

in Turkey and abroad; our company also proved itself 

as a reliable partner in all-scale construction projects. 

Our company is constantly expanding its customer 

network with the help of experienced management and 

engineering staff in Turkey and abroad. 

Thanks to our innovative approach we reached 

sustainability and high quality in our production and as 

the result absolute customer satisfaction.

3 Details from 3Kare
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Bitumen Sprayer
Optimum material consumption and user-friendly design thanks to the intelligent spraying system; by 
providing fast and high heating performance with integrated thermal oil heater, it guarantees precise, safe 
and easy usage in spraying bitumen / PMB. Thermal oil circulation in the system; eliminates clogging, 
freezing and cleaning problems in spraying bars, bitumen pumps, valves and piping.

Features
Easy filling, cleaning, circulation and discharge modes 

with a single pump.

Self cleaning with pressurized air without additional 

solvents etc.

Reliable hydraulic system ensures long-lasting 

operation.

Full coverage of the sprayed surface thanks to 100mm 

spacing between spray bar nozzles.

Hand spraying with 4m hose hand lance.

Wide control touch screen with easy-to-use interface 

for full automatic control from driver cabin.

4-16m³ capacity range that can be selected according 

to vehicle and country conditions.

Height adjustable thermal oil heated spray bar.

Smart spray system equipped with special designed 

bar that ensures accurate spraying from 150g/m² up 

to 3kg/m².

Efficient and safe heating with high capacity burner. 

Specially designed integrated thermal oil heating 

system. 

Combi Asphalt Machine
Combi asphalt machine is a combination of bitumen and water sprayer. The integration of 
different applications into one machine enables you to save considerable amount of initial 
investment and operational costs.

Features
Integrated pump and hose for daily water needs of 

asphalt compactor, pneumatic roller and asphalt 

milling machine used in asphalt applications.  

800lt/min or 1500lt/min water pump options. 

Filling, transfer and discharging options with powerful 

water pump.

Spraying capacity, vehicle speed, pump flow rate, 

water pump capacity and other variables can be 

traced and controlled from the control panel in the 

driver cabin. 

Emulsion and water tank capacity vary depending on 

vehicle dimensions.

Front and rear water sprayer. 

Optimized design for daily emulsion consumption of 

hot mix asphalt applications.
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Asphalt Maintenance Vehicle
Asphalt maintenance vehicle for road repairs & maintenance, which can be equipped with 
extra features.

Features
Optional; flexible configuration for optional auxiliary 

equipment.

Optional; thermal oil or direct burner heating system.

Optional; heated and insulated 400lt emulsion / 

bitumen tank with level indicator and spraying lance.

Robust and compact design with V-shaped, insulated 

and optionally heated silo with hydraulic actuated 

gates.

Capacity depends on customer needs and vehicle 

dimensions.

Continuous material feeding with capacity controlled 

hydraulic actuated screw system with adjustable 

speed. 

Crack Repair Machine
Crack repair machine is the reliable solution for all crack repairment jobs on roads and airports 
with its high performance, ease of use, affordability and compact design.

Features
In addition to unloading the lance with reversible 

bitumen pump; cleaning of the lance and its circulation 

pipe by compressed air and diesel is also possible as 

an option.

Optional; hydraulic driven self-propelled chassis with 

6km/h speed limit.

Mastic melting boiler tank with 500lt capacity.

Rapid melting grid on the inlet of boiler tank.

Double axle chassis.

Smooth and fast operation with heated hand lance.

Lance design for both smoothing and injection.
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Binding Agent Spreader / Cement Spreader 
Binding agent spreader is a well-designed and reliable machine that will meet all your needs for 
surface stabilization. Thanks to its automatic control system, binding agent spreader ensures 
the spreading of the powder stabilizers like cement, filler etc. on the surface at desired ratios.

Features
Possibility to fill material from BigBag and silobas. 

Varying bunker capacity depending on the chassis 

dimension. 

Three spreading feeders which can be separately 

operated, allow users to work with different spreading 

widths.

PLC controlled operator panel with 7” Touch Screen 

provides accessibility and ease of operation. 

Proportional control system provides automatic 

capacity control for spreading operation independent 

from vehicle speed and spreading width.

Water-proof design prevents dampness of the material 

in the tank. 

Real time material weight control with loadcells.

Optional; bulk trailer compressor.

Optional; high pressure cleaning system.

Chip Spreader 
Smart & simple design that turns the damper into a chip spreader. 

Features
Pneumatic system allows control from the driver’s 

cabin.

Chip spreading width up to 3m.

Spreading system can be easily mounted on the 

dump truck tipper body.
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Bitumen Relay Tanker
Bitumen relay tanker is the most versatile and functional solution with its various capacities 
according to your requirements with optional heating and pumping systems for hauling 
bitumen, PMB, emulsion and other similar materials.

Features
In pump-integrated models; discharge, tank filling and 

circulation within the tank made possible with the help 

of a 4-way valve. Additionally, economic piping cleaning 

is available.

Diesel burner with thermostatic control system for 

heated models. 

Optional; agitator system for PMB transfers.

Tank capacity from 20.000lt up to 40.000lt depending 

on vehicle dimensions. 

Depending on request, different options for pumping 

and heating are available.

For easy filling, dual manhole option on front and back 

of tank and special heat resistant ball type discharge 

valve.

Water Sprayer Tanker
Simple, robust and reliable solution for water spraying suitable for hardest environmental 
conditions.

Features
Tank capacity from 5 to 16tons depends on truck 

dimensions.

800lt/min to 1500lt/min water pump options.

Filling, transfer and discharging options with powerful 

water pump.

Optional; hydraulically driven pump.

Optional; stainless steel body upon customer request.

Optional; 30m hose reel with spray nozzle, electrical 

winding.

Optional; side spray nozzles.

Optional; vehicle mounted spray monitor. 
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Salt Spreader
The high-quality and durable snow-fighting vehicle that can operate in harsh weather 
conditions.

Features

Snow Plough4-9m³ capacity of bunker. 

Stainless steel bunker structure.

Speed adjustable chain conveyor. 

Foldable spreader unit with adjustable height and 

angle.

Easily accessible 2400lt solution tanks, large solution 

filling pipe. 

High pressure hydraulic pump for drive system.

Optional; solvent spraying system with solvent tank.

Snow blade with coil spring, polyurethane or stainless 

body with float mode.

Ability to install snow plough on the front and/or sides 

of the truck.

Self-Propelled Road Sweeper
Economic and compact solution for asphalt applications with its convenient and practical use 
in all conditions.

Features

Motor and Drive

Cabin

Brush
Powerful road sweeper with diesel engine. 

Sensitive speed control with hydraulic driven 

propelling system. 

Fast and powerful operation at the maximum speed 

of 24km/h.

Compact design, high portability.

Opportunity to work independent from environmental 

conditions thanks to the closed cabin with air 

conditioning option. 

Lighting and signal lamps for night work. 

Safe driver seat with suspension.

2.2m or 2.4m heavy-duty front brush options. 

Effective cleaning with 200rpm brush rotation speed. 

Easy replacement of brushes thanks to the hydraulic 

brush shears. 

Separate drive systems for brush and drive system.

Optional; water tank and water pump.
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Polymer Modified Bitumen (PMB) Plant
Polymer Modified Bitumen Plant (PMB) is the ideal solution for all road projects with its high 
mill performance, compact design, ease of use and economic operation features. With its high 
production capacity, Polymer Modified Bitumen Plant (PMB) can meet the needs of all road, railway, 
airport projects and special applications which requires modified bitumen usage.

Up to 40t/h, thermal oil heated, works with 2 automatic pol-
ymer dosing systems. 
Transportation; with 1x40’ Flat Rack and 1x40’ Open Top 
containers or 2 standard trailer. 

Up to 20t/h, thermal oil heated, works with 1 manual 
polymer dosign systems. 
Transportation; with 1x40’ Flat Rack or 1 standard 
trailer.

Up to 30t/h, thermal oil heated, works with 2 automatic 
polymer dosing systems. 
Transportation; with 2x40’ Open Top containers or 2 
standard trailer.

Up to 15t/h, thermal oil heated, works with 1 manual 
polymer dosign systems. 
Transportation; with 1x40’ Open Top container or 1 
standard trailer.

3K-PMB-40 3K-PMB-20 

3K-PMB-30 3K-PMB-15 

160kW high shear mill is developed for the best 

working performance with granule polymer types 

(e.g. SBS) and it ensures polymer modification with 

less than <0,3mm grain size in one pass.

Long term and problem free operating life thanks to 

the mill seal cooling system.

Precision weighing with loadcell integrated process 

tanks and strong blending with 2 pieces of 7,5kW 

agitator on each processing tank.

Optional; automatic polymer dosing system.

Optional; manual or automatic dosing system for solid 

(ex. sulfur powder) and liquid (ex. PPA) additives.

Features

40t/h

30t/h

20t/h

15t/h

Bitumen Emulsion Plant
Bitumen Emulsion Plant is the reliable, highly efficient, compact, easy to use and economic 
which is engineered for bitumen emulsion production for road construction projects, asphalt 
applications and other special applications.

Up to 15t/h, thermal oil heated. 
Transportation; with 1x20’ Open Top containers or 1 
standard trailer.

Up to 6t/h, thermal oil heated. 
Transportation; with 1x20’ Open Top containers or 1 
standard trailer. 

3K-BEP-15 3K-BEP-6

15t/h 6t/h

Special design colloid mill to produce all types 

emulsion with perfect homegenity.

Divided inlet for WAE and bitumen at the colloid mill in 

order to prevent foaming and ensure perfect particle 

size.

Reliable and controlled production with thermal oil 

or electrically heated mill, inverter controlled bitumen 

and WAE pump, flowmeters, valves and piping.

Trouble-free and precise production with robust plant 

structure equipped with stainless steel water-acid-

emulsifier (WAE) tank and acid emulsifier weighing 

hopper on loadcells, thermostatic controlled stainless 

steel heating coils.

Ease of operation by accurate continuous control 

via bitumen, WAE and kerosene flowmeters in 

accordance with receiptbased manufacturing.

Container type compact design for easy transportation 

and installation.

Optional; latex dosing system or excahger for modified 

emulsion.

Optional; electric heated version.

Features
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Automatic Fiber Dosing System
Automatic fiber dosing system is a practical solution with its compact design and easy 
adaptability to all asphalt plants.

Features
Its precise weighing system embedded in a durable 

chassis, therefore unaffected by plant vibrations.

Pratical fiber dosing system which is used in Stone 

Mastic Asphalt (SMA) production for high quality roads.

Compact design allows easy adaptation and usage in 

all types of asphalt plants.

3K-TOH-1000: 

1.000.000kCal/h 800.000kCal/h

600.000kCal/h

3K-TOH-800: 

3K-TOH-600: 

Thermal Oil Heater
Thermal oil heater is an indispensable part of your asphalt plants and bitumen handling 
systems with its high efficiency, compact design, ease of use and low fuel consumption.

Designed to work at closed loop thermal oil heating 

systems under atmospheric pressure where oil heated 

up to 250°C and circulated with pump. 

Double helix heating coil design ensures long term 

operation without any thermal cracking of the oil. 

Suitable for all types of commercial burners such as 

diesel, fuel-oil, natural gas and combi with the large 

combustion chamber.

Long term operation with high capacity ALLWEILLER 

brand thermal oil circulation pumps. 

Safe operations via digital thermostatic controller for 

controlling oil temperature at oil inlet and outlet. 

Compact design ensures easy transportation (can fit 

into 20’ container) and assembly.

Features
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Storage Systems; Bitumen, PMB, Emulsion and 
Fuel Storage Tanks / Bitumen Pool / Piping 

Tanks, in which bitumen, PMB, emulsion, fuel oil, diesel and other similar materials are stored, 
can be produced at desired capacities in compliance with your project needs. These tanks are 
flexible, high quality and long lasting in terms of heating coils, insulation and similar properties.

Features

Bitum Pool

Stocking systems prepared in line with the customer’s 

request. 

Horizontal-vertical, electric or thermal oil heated 

design. 

Project based bitumen pools which can cover long 

term bitumen storage needs more than 1000 tons. 

Standard tank capacity: Horizontal; 100/50/38m³ 

Vertical; 80/60/50m³

Tank, Piping and Insulation Systems

Horizontal or vertical, electrically or thermal oil heated 

designs and production according to your needs.

Pressure and leakage tests are applied to each tank 

produced and the required quality documentation is 

issued. 

Thermal oil heated tanks’ heating coils are 

manufactured from high quality seamless steel. 

Optional; thermostatic control system. 

Optional; the weighing system with loadcell allows 

precise weighing of materials in the tank.

Drum Melting Unit
Drum melting unit is a reliable, highly efficient, compact and environmentally friendly solution 
for your bitumen handling systems.

6-9t/h capacity according to ambient conditions. 
Transport; via 1x40’ Flat Rack or 1 standard trailer. 

4-5t/h capacity according to ambient conditions. 
Transport; via 1 x 40’ Open Top container or 1 standard 
trailer. 

3K-DMU-30

3K-DMU-20 

Features
20-30 drums can be loaded according to the model. 

Also used for melting other highly viscous materials in 

all standard drums. 

Thermal oil heated helical gear bitumen pump and 

filter integrated in the system. 

Hydraulic lifting system ensures easy and fast loading 

of drums. 

High capacity heating coils design ensures fast 

melting.

30 drums

20 drums
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BigBag Melting Unit
BigBag melting unit is a reliable, economical and pratical solution. Thanks to its high efficiency, 
compact design and ease of use BigBag melting unit will be your most useful solution for 
melting.

Features
BigBag Melting Unit can optionally be equipped with a 

crane to facillitate BigBag loading operations.

Fast melting thanks to high-quality heater coils.

All surfaces of the BigBag Melting Unit are covered 

with rockwool insulation to minimize heat loss.

Cold/Wet Mix Plant
Cold/Wet Mix Plant, which is designed for mechanical stabilization, cement stabilization and 
cold asphalt mixtures, always runs smoothly even on the most challenging projects.

Mechanical stabilization (water + aggregate), cement 
stabilization (water + aggregate + cement) and cold mix 
asphalt (emulsion + aggregate + water, cement, recycled 
asphalt on demand). 
Transport; via standard trailer, the number of vehicles varies 
according to configuration. 

Mechanical stabilization (water + aggregate), cement 
stabilization (water + aggregate + cement) and cold mix 
asphalt (emulsion + aggregate + water, cement, recycled 
asphalt on demand). 
Transport; via standard trailer, the number of vehicles varies 
according to configuration. 

Mechanical stabilization (water + aggregate), cement 
stabilization (water + aggregate + cement) and cold mix 
asphalt (emulsion + aggregate, cement, recycled asphalt 
on demand). 
Transport; via standard trailer or 40’ Open Top container, 
number of vehicles/containers varies according to 
configuration. 

3K-CMP-800 3K-CMP-600 

3K-CMP-400 

Diversification of plants at different capacities in the 

range of 400-800t/h, in order to respond to different 

needs of road, railway and airport projects.

Fully controlled production of mechanical stabilization, 

cement stabilization and cold asphalt mixes in 

excellent quality. 

Specially designed twin shaft mixer for perfect mixing 

quality.

Cold mix plants have been designed for various 

production of homogeneous cold/wet mixes with 

aggregate, water, cement, reclaimed asphalt and 

bitumen emulsion.

Thanks to standard production of its mixer, its arms, 

paddles, body parts with bolted anti-wear components 

and wear parts are very easy to replace.

Dosing belt flow sensors stop the system automatically 

when aggregate feeding is interrupted. 

Capacity of dosing belts, ratio of cement, bitumen 

emulsion and foam bitumen in the mix can be adjusted 

from control cabin via frequency converter.

Features

800t/h

400t/h

600t/h
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Aggregate Feeding Bunkers

Band Conveyor Equipment

Asphalt Plant Disassembly-Assembly / Revision

3Kare’s experienced team provides the ideal solution for machine revision, service and spare 
parts.

We can work together
In modernizing our existing machines with new parts.

In increasing machine efficiency. 

In bringing the plant to the latest emission levels and 

environmental standards.

In the integration of recycling systems and other 

applications into the plant. 

In the adaptation of warm mix asphalt technology to 

the plant. 

In the adaptation of stone mastic asphalt production 

to the plant. 

Plant Revision
Purpose of renewal processes; new technical solutions 

for existing plants have been developed to change old 

technologies, to extend the life of the parts, to make the 

plant suitable for today’s conditions. In addition, our 

customers will be able to easily identify solutions that will 

provide the fastest return on their investments with our 

expert team.
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Pumps and Vanes

Service

Spare Parts

Training

The expertise and professionalism of the 3Kare team which is perfectly integrated with after-sales services, 

together with the goal of creating a continuous relationship of excellence, constitute the essence of service 

services. 

We provide support to our customers all over the world with our efficiency, competence and knowledge.

We care supplying spare parts for our products to be sustainable. We keep spare parts stock of our all 

products to reely custom needs in the fastest way.

Effective and important operator training for using of our products! We care training of operator who are going to 

operate our products. Only a well-trained and competent team can guarantee the productivity and reliability of the 

equipment.
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3 Details from 3Kare
RELIABILITY
QUALITY
SUSTAINABILITY
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